INSTALL TRACER WIRES IN A
2" PVC PIPE W/ CLEAN-OUT CAP TINNED WIRE CONNECTOR
THRU CONCRETE (ATTACH AT EACH VALVE BOX AND
CAP ON EXPOSED END) AR RELEASE OR VACUUM
FOR PROTECTION RELIEF MANHOLE

VALVE COLLAR IN
UNPAVED AREAS

FINISHED GRADE 18”—6"% 6" THICK
W/#4 BARS ON ALL SIDES
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NOTES

1. PVC EXTENSIONS SHALL NOT BE USED ON VALVE BOX INSTALLATION
2. ALL WATER SHUT-OFF VALVES SIXTEEN INCHES AND LARGER SHALL BE BUTTERFLY VALVES

3. VALVE OPERATOR NUTS SHALL BE BETWEEN 2’'—3" BELOW GRADE. IF OPERATOR NUTS ARE
GREATER THAN 3’ BELOW FINISH GRADE EXTENSION STEMS SHALL BE INSTALLED. SEE
DETAIL FOR VALVE EXTENSION STEMS IN VOLUSIA COUNTY FIGURES & DETAILS.

BUTTERFLY VALVE AND BOX DETAIL

FOR 16" AND LARGER VLAVES
VOL. UTL. STD. (FIG. 2308)




