SET TOP OF VALVE BOX
TO FINISHED GRADE

CONCRETE_COLLAR
IN_ UNPAVED AREAS ONLY
18”x18"x6” SQ. W/#4 BAR

FINISHED GRADE j\ ON ALL SIDES

EXTENSION STEM TO BE THE SAME ( -
DIAMETERS AS THE VALVE STEM ANN
BE SOLID STEEL.
#12 LOCATING WIRE ™
(DIRECT BURY) T
410 LOCATING WIRE
(DIRECTIONAL DRILL)

PROVIDE CENTERING COLLAR EVERY 4’

OF EXTENSION STEM.

PROVIDE STEEL CONNECTION COLLAR
TO ATTACH STEM TO VALVE. USE

STEEL BOLTS TO PROVIDE A
PERMANENT CONNECTION.

6” BEDDING ROCK ——=

NOTES:

VOL. UTL. STD.

—_

NS ve | AVRIRKIRK
— | o

~___ 2" SQUARE OPERATING NUT.
(SEE NOTE 2)

LOCATING WIRE
(SEE NOTE 4)

PROVIDE EXTENSION STEM AS
REQUIRED TO BRING OPERATING
NUT TO WITHIN 2'—4" OF
FINISHED GRADE.

VALVE BOX ALIGNMENT DEVICE
(BOXLOK OR EQUAL)

BOX SHALL REST ON
BEDDING ROCK NOT ON
VALVE OR PIPE AND
SHALL BE CENTERED
ON OPERATING NUT.

T WATER MAN

PVC EXTENSIONS SHALL BE USED ON VALVE BOX INSTALLATION.

THE ACTUATING NUT FOR DEEPER VALVES SHALL BE EXTENDED TO COME UP TO BETWEEN
2’ & 4’ DEPTH BELOW FINISHED GRADE. EXTENSION STEM SHALL BE PERMANENTLY ATTACHED
TO VALVE ACTUATOR.

VALVE BOXES SHALL BE EITHER 2 OR 3 PIECES, DEPENDING ON DEPTH. THERE SHALL BE
A TOP SECTION WITH A COVER APPROPRIATELY LABELED FOR THE SERVICE USE AND A
BOTTOM BELL SECTION WHICH FITS OVER THE ACTUATOR NUT ON BEDDING ROCK. IF
REQUIRED FOR EXTENSION CAST IRON SOIL PIPE MAY BE USED.

LOCATING WIRE SHALL BE CONTINUOUS INSIDE THE VALVE BOX AND SHOULD EXTEND 12"
ABOVE TOP OF COLLAR. WIRE SHALL BE COLOR CODED TO MATCH THE UTILITY INSTALLED

VALVE AND BOX DETAIL
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VALVES 14" AND SMALLER

(FIG. 2307)




